Meeting Minutes
	Week
	Subject
	Action

	1 (14/07/2008)

Attendance: YongHyeon, Atsunori, Chanjong, Hoang Huy
	Exchange member information

Project discussion
· Main task of the project

· GIS data from the platform

Rainfall runoff model

· SOBEK  (suggested)


	

	2 (22/07/2008)

Attendance: YongHyeon, Yabin, Joo Hwan ,Hoang Huy
	Rainfall runoff models
· Decision SOBEK & MOUSE 
GIS Data
· Import to MOUSE 

· Import to SOBEK

Team rule
	Yongheon

Hoang Huy

Yabin

	3 (31/07/2008)
Attendance: YongHyeon, Joo Hwan, Atsunori, Wentao, Hoang Huy
	Rainfall data
· Process observed rainfall from January 2004 to June 2007 (for calibration and validation) (to a general  format: Timestamp Duration Value)

· Derive forecast rainfall from Incheon rainfall formulas (for further consideration)
Drainage networks system

· Deal with each of the 4 main sewer networks separately, or

· Study the whole network system of Incheon watershed

Modeling with Sobek

Modelling with Mouse 
	Atsunori

Wentao or Yabin (tentatively)

All to discuss

All to discuss

Hoang Huy

YongHyeon

	4 (07/08/2008) Attendance:Atsunori,  Yabin, Wentao, Hoang Huy

	- Atsunori provided the rainfall data which he rearranged in the required format that sobek and mouse can use.
- Tidal data is also needed to input to the models

	Yabin

	5 (12/08/2008)

Attendance: Atsunori, YongHyeon, Joo Hwan, Yabin, Wentao, Hoang Huy
	- Based on the rainfall data from Atsunori and tidal data from Yabin (of the year 2005), Hoang Huy run Sobek model for one of the 3 main sewer networks of Incheon. The results (water level at nodes, discharge at branches) were obtained and are reasonable. The water levels at some flood areas are higher than the street levels during the period of high rainfall intensity as expected. Hoang Huy sent the pictures of the network and results chart plots to the group.
- Based on the rainfall data from Atsunori and tidal data from Yabin (of the year 2005), YongHyeon run Mouse model as well for the whole sewer networks of Incheon. He showed us the network and results by sending pictures by email. The results are reasonable.
- The models (Sobek and Mouse) need to be further calibrated. 

- We also want to simulate other years. Therefore the tidal data of other years will be needed.

- We will use Sobek to simulate other sewer networks of Incheon. Importation of these networks to Sobek is in process.
	YongHyeon, Hoang Huy

Yabin

Hoang Huy

	6
	Next meeting
	ALL to note


